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Model: N301
Manufacturer: TENDA
EAN: 6932849406894
Product Code: 1355287

R835

Tenda N301
wireless router
Fast Ethernet
Single-band (2.4
GHz) White

Certification: FCC, CE, RoH | Antenna design: External | Security algorithms: WPA2-PSK | Security
algorithms: 128-bit WEP | Ethernet LAN (RJ-45) ports: 3 | LED indicators: Yes | Product colour: White |
Filtering: Yes | DC-in jack: Yes | Operating temperature (T-T): 0 - 40 °C | AC adapter included: Yes |
Reset button: Yes | Networking standards: IEEE 802.11b | Security algorithms: WPS | Security
algorithms: WPA-PSK | DHCP client: Yes | Networking standards: IEEE 802.11g | Networking
standards: IEEE 802.11n | Frequency range: 2.4 - 2.472 GHz | Power source type: DC | Web-based
management: Yes | MAC address filtering: Yes | WLAN data transfer rates supported: 300 | 3G: No |
WLAN data transfer rates supported: 54 | WLAN data transfer rates supported: 11 | Quick start guide:
Yes | Security algorithms: 64-bit WEP | Ethernet LAN data rates: 100 | Ethernet WAN: Yes | Ethernet
LAN data rates: 10 | Cables included: LAN (RJ-45) | 4G: No | Operating relative humidity (H-H): 10 -
90% | Antenna gain level (max): 5 dBi | Warnings: Do not open the appliance housing - risk of
electric shock. | Warnings: The product may emit radio waves that may interfere with other
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electronic devices. | Warnings: Avoid contact with liquids as this may cause electric shock. | Manual:
Yes | Storage relative humidity (H-H): 5 - 90% | Storage temperature (T-T): -40 - 70 °C | Mobile
network connection: No | Wi-Fi standards: Wi-Fi 4 (802.11n) | WLAN data transfer rate (max): 300
Mbit/s | xDSL connection: No | Wi-Fi standards: 802.11g | DMZ support: Yes | Port forwarding: Yes |
Antennas quantity: 2 | Cabling technology: 10/100Base-T(X) | Wi-Fi standards: 802.11b | Wi-Fi band:
Single-band (2.4 GHz) | Ethernet LAN interface type: Fast Ethernet | Width: 90.5 mm | Rack
mounting: No | Top Wi-Fi standard: Wi-Fi 4 (802.11n) | WPS push button: Yes | Depth: 127.4 mm |
Ethernet LAN: Yes | Harmonized System (HS) code: 85176990 | Height: 26 mm | DHCP server: Yes
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