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ATEN CL3800NW
rack console 47
cm (18.5") 1920
X 1080 pixels
Metal, Plastic
Black 1U

Model: CL3800NW F

Manufacturer: ATEN
EAN: 4710469343759
Product Code: 1393556

R52,978

The CL3800 USB HDMI DVI VGA LCD Console is a short depth dual rail LCD KVM console featuring an
18.5" LED-backlit widescreen LCD monitor with an integrated keyboard and touchpad. The short-
depth design fits all 19" equipment cabinets, and is especially suitable for shallow racks. In addition
to saving valuable space on the rack, the CL3800 also provides a space-saving solution for special

environments, such as outside broadcast vans (OB vans) and compact control rooms.

The CL3800 supports three types of video input - HDMI, DVI, and VGA - and provides the ultimate in
installation flexibility by allowing users to connect the console and the computer via any of the three
types of video source. The CL3800NW's full HD widescreen LCD monitor ensures excellent video
quality and provides ample viewing area.
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Furthermore, the dual rail design enables the LCD monitor, keyboard and touchpad to operate
independently of each other. To maximize space utilization, the keyboard and touchpad modules can
slide back to "hideaway" when not in use, while the thin profile LCD monitor rotates back, flush

against the rack, to allow the convenient monitoring of computer activity.

For added convenience, users can choose to manage the computer from an external console. The
CL3800 features a port for an external USB mouse on the unit’s front panel, while ports for the
second KVM console (USB keyboard/mouse and HDMI, DVI, or VGA monitor) are provided on the rear

panel. The CL3800 also includes two mini stereo ports for connecting audio speakers.

With a rich feature set, the CL3800 is designed to exceed the requirements for space utility
optimization, superior video quality, adaptive deployment, and operational versatility, and is ideal for
applications such as mobile live streaming in the broadcasting sector or control rooms with limited

space in any industry.

Note: Optional rack mount kits are available. For more information, refer to Compatible Accessories

below.
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