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Model: QSW-M408-2C

Manufacturer: QNAP
EAN: 4713213516706
Product Code: 1400025
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The QSW-M408-2C is a Layer 2 Web Managed Switch equipped with four 10GbE SFP+ ports (with two
10GbE SFP+/R)45 combo ports) and eight Gigabit ports. Supporting Layer 2 switching and network
management via user-friendly web user interface, the QSW-M408-2C offers flexible deployment in a
hybrid high-speed network infrastructure and an entry-level network management solution for even
non-IT professionals. The QSW-M408-2C is compatible with 10GbE and NBASE-T technologies that
supports up to five speeds (10G /5G /2.5G/1G / 100M) to provide higher transmission speeds with
your existing Cat 5e and 6a cables. With its high performance, user-friendly management features
and desktop size, the QSW-M408-2C allows you to instantly upgrade to a hybrid high-speed network
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environment at a cost-effective price, while optimizing network bandwidth and ensuring network

maintenance security

Flexible deployment with multiple 10G SFP+ fiber and
Gigabit ports

The QSW-M408-2C provides four 10GbE SFP+ ports (with two 10GbE SFP+/RJ45 combo ports) and
eight Gigabit ports for connecting various devices and enabling hybrid high-speed networks. With
SFP+ interfaces, direct attach copper (DAC) cables can be used for connecting directly to SFP+
devices. You can also use 10G-SFP-T copper transceiver modules to connect 10GBASE-T/NBASE-T
devices through RJ45 Category 6, 5 or 5e cabling. The switching capacity of QSW-M408-2C is
96Gbps, guaranteeing the full potential of each port.
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