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Model: CE-FS-IRC128D35
Manufacturer: AMZCHEF
EAN: 5905156109766
Product Code: 1404389

R2,949

AMZCHEF CE-FS-
IRC128D35
Induction Stove

AMZCHEF CE-FS-IRC128D35 Induction Cooktop

The AMZCHEF CE-FS-IRC128D35 is an induction cooktop with two cooking zones and a total power
output of 3,500 W. The left cooking zone offers up to 2,000 W of power and 20 power levels, while
the right one reaches up to 1,500 W and offers 15 power levels. There are also 20 temperature
settings, allowing you to precisely adjust the heating parameters to suit the dish you’re preparing.
Each zone has independent touch controls, and the cooktop works with compatible flat-bottomed
induction cookware with diameters ranging from 12 to 24 cm.

Independent control of the two zones

Separate controls for each zone allow you to prepare two dishes simultaneously using different
settings. For example, you can cook soup on one zone while frying or preparing a sauce on the
other. A wide range of power settings makes it easy to adjust the heating intensity to the type of
dish and its stage of preparation.
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Precise power and temperature control

The left burner offers 20 power levels, while the right burner offers 15. Additionally, the appliance
provides 20 temperature settings. Such a wide range of settings allows you to use the cooktop for
everything from gently melting ingredients to boiling, frying, or preparing dishes that require intense
heating.

Stable operation thanks to the IGBT circuit

The appliance uses a German-made IGBT circuit to control the induction process. This solution
ensures stable operation of the cooktop, uniform generation of the magnetic field, and efficient
energy transfer to the bottom of the cookware. This translates to efficient and consistent heating
during everyday meal preparation.

Timer up to 4 hours

The built-in timer allows you to set the operating time for up to 4 hours. Once the selected time has
elapsed, heating stops, making it easier to control the duration of food preparation. This feature is
particularly useful when cooking dishes that require prolonged and even heating.

Two cooling fans

The cooktop is equipped with two fans that help dissipate heat from inside the appliance. The
cooling system helps maintain optimal operating conditions for the components, even when using
higher power settings or both cooking zones simultaneously.

Smooth glass surface

The smooth glass surface makes it easy to keep the appliance clean. Typical cooking residue can be
quickly wiped away once the appliance has finished operating and the cooktop has cooled down. The
appliance measures 538 × 310 × 68 mm, offering two cooking zones in a relatively compact design.

Suitable cookware for induction cooking

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or

typographical errors. We recommend checking the current information before purchasing.
itworkup.co.za | sales@itworkup.co.za | +27 (11)541-9950



The AMZCHEF CE-FS-IRC128D35 works with cookware that has a flat, magnetic bottom with a
diameter ranging from 12 to 24 cm. Suitable cookware includes, among others, items made of
magnetic stainless steel, cast iron, and enameled steel.

 

Manufacturer AMZCHEF

Model CE-FS-IRC128D35

Type induction cooktop with two cooking zones

Rated voltage 220–240 V~

Frequency 50/60 Hz

Total power 3500 W

Maximum power of the left cooking zone 2000 W

Maximum power of the right cooking zone 1500 W

Power levels for the left cooking zone 20

Power levels for the right cooking zone 15

Number of temperature levels 20

Controls Independent touch controls for each cooking zone

Control system IGBT

Timer Up to 4 hours

Cooling system 2 fans

Surface Smooth glass

Supported cookware base diameter 12–24 cm

Compatible cookware magnetic stainless steel, cast iron, enameled steel

Dimensions 538 × 310 × 68 mm

Power cord length 1.2 m

GPSR Link: https://psr-
assets.innpro.pl/small_appliances/sg_small_appliances__induction_and_electric_hobs.pdf, PPWR:
https://ppwr.innpro.pl/en/amzchef, Gross weight: 4500, Net weight: 4000, Box length: 58,50, Box
width: 39,00, Box height: 10,50, Last delivery: 22.10.2026
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