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Breaker SHELLY
Pro 1CB C10

SHELLY Pro 1CB C10 Circuit Breaker

Protect your electrical system and gain greater control over its operation with the SHELLY Pro 1CB
C10 smart circuit breaker. The device combines overload and short-circuit protection with electronic
protection against overvoltage and undervoltage. It offers a rated current of 10 A, a C-type trip
characteristic, and a short-circuit breaking capacity of 6 kA; thanks to Wi-Fi, Bluetooth, and Ethernet
connectivity, it enables remote management of the protected circuit. Compatibility with the Shelly
Smart Control app, operational parameter monitoring features, and extensive automation
capabilities make this circuit breaker ideal for appropriately selected residential and office
installations, as well as smart building management systems.

Multi-level protection for electrical installations

The SHELLY Pro 1CB C10 provides four types of protection, helping to safeguard the circuit against
abnormal power conditions. The thermal-magnetic mechanism automatically interrupts the current
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flow in the event of an overload or short circuit, while electronic voltage protection allows the circuit
to be disconnected when preset voltage values are exceeded. Importantly, you can configure the
trigger thresholds for overvoltage and undervoltage protection yourself, as well as the corresponding
delay times, tailoring the circuit breaker’s operation to the installation’s requirements. An additional
safety feature is a physical switch that allows you to lock out the device’s electronic controls,
including the ability to remotely turn the circuit on and off.

Remote Control – Control Without Access to the Electrical Panel

You don’t need to go to the electrical panel to check the circuit breaker’s status or manage the
power supply to the protected circuit. With the Shelly Smart Control app, you can remotely turn the
circuit on and off, monitor the device’s current status, change its settings, and receive notifications
about detected anomalies. The Pro 1CB C10 model supports 2.4 GHz Wi-Fi, Bluetooth 4.2, and wired
Ethernet communication via an RJ45 port, providing flexibility when connecting to your network
infrastructure. You also have access to a local web interface, a Bluetooth gateway function, and a
Wi-Fi range extender. Support for MQTT, HTTP, and WebSocket protocols facilitates integration with
external automation systems, and OTA updates allow you to upgrade the device’s software.

Monitor parameters and detect anomalies faster

The SHELLY Pro 1CB C10 not only lets you control power but also monitor selected operating
parameters of the system. The device monitors AC voltage with an accuracy of ±5% and indoor
temperature, providing access to information that helps assess its current status. An event log is
also available, including, among other things, switching events along with information about the
time and source of their occurrence. Alerts about anomalies make it easier to respond to events
related to the operation of protective devices, and the ability to export recorded data to CSV format
and access it via JSON/RPC supports a more detailed analysis of the system’s operation.

Automation Tailored to Your Needs

Integrate the circuit breaker with your smart home system and automate the management of
selected electrical circuits. The SHELLY Pro 1CB C10 supports schedules, scripts, virtual components,
a key-value store (KVS), and webhooks, allowing you to create scenarios that respond to specific
events. The device allows you to configure up to 20 webhooks, with a maximum of 5 URLs per
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webhook, which expands its ability to integrate with other system components. For example, after
proper configuration and connection to a compatible Shelly flood sensor, the switch can
automatically disconnect the specified circuit upon receiving an alarm signal. You can also set
schedules for turning the power on and off, keeping in mind that the frequency of remote switching
is limited to less than once per minute.

Well-thought-out design and convenient operation

The SHELLY Pro 1CB C10 circuit breaker is designed for DIN-rail mounting in a properly prepared
electrical panel. Its dimensions are 93 × 36 × 74 mm, and it weighs 212 g. The device is equipped
with a manual lever, a reset button, a mechanical circuit status indicator, and LEDs indicating the
status of Wi-Fi and Ethernet connectivity. A red mechanical indicator indicates that the circuit is on,
while a green indicator indicates that it is off, making it easy to check the status quickly without
using the app. The light gray RAL 7035 housing is made of plastic, and the operating temperature
range of -5°C to 40°C allows the switch to be used in installations that meet specific environmental
requirements. Compliance with the IEC 60898-1 standard, an electrical endurance exceeding 6,000
cycles, and a mechanical endurance exceeding 20,000 cycles further complement its technical
specifications.

 

Manufacturer Shelly

Name Miniature Circuit Breaker SHELLY Pro 1CB C10

Series Shelly Pro CB

Model Pro 1CB C10

Device Code SPCB-01VENEU

EAN Code 3800238073923

Device Type Smart Overcurrent Circuit Breaker (MCB)

Number of Poles 1

Rated Current 10 A

Trip Characteristic C

Short-Circuit Breaking Capacity 6 kA
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Supply Voltage 230 V AC, 50 Hz

Minimum Operating Voltage 160 V AC, 50 Hz

Electronics Power Consumption Less than 3 W

Power loss 1.13 W

Insulation voltage 500 V

Rated impulse withstand

voltage
4 kV

Energy limitation class 3

Standard IEC 60898-1

Electrical endurance Over 6,000 cycles

Mechanical endurance Over 20,000 cycles

Maximum remote switching

frequency
Less than once per minute

Protections
Overload, short circuit, overvoltage, and undervoltage
protection

Voltage measurement Yes, accuracy ±5%

Temperature monitoring Yes, internal sensor

Event history Yes

Data export CSV, JSON/RPC

Connectivity Wi-Fi, Bluetooth, Ethernet

Wi-Fi standard IEEE 802.11 b/g/n

Wi-Fi band 2.4 GHz

Wi-Fi frequency 2412–2483 MHz

Maximum Wi-Fi transmit power Less than 20 dBm

Wi-Fi range Up to 30 m indoors, up to 50 m outdoors

Bluetooth version 4.2

Bluetooth frequency 2402–2480 MHz

Maximum Bluetooth

transmission power
Less than 4 dBm

Bluetooth range Up to 10 m indoors, up to 30 m outdoors
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Ethernet port RJ45

Supported protocols MQTT, HTTP, WebSocket

App Shelly Smart Control

Additional Features

Schedules, scripts, webhooks, virtual components, KVS, BLE
Gateway, Wi-Fi range extender, OTA updates, local web
interface

Maximum number of webhooks 20

Maximum number of URLs per

webhook
5

Processor ESP32-D0WDQ6

Flash memory 8 MB

Mounting DIN rail

Housing material Plastic

Color Light gray (RAL 7035)

Dimensions 93 × 36 × 74 mm

Weight 212 g

Operating temperature -5°C to 40°C

Relative humidity 30–70% RH

Maximum operating altitude 2,000 m above sea level

Environmental Pollution

Degree
2

Maximum terminal tightening

torque
2.5 Nm

Maximum cross-sectional area

of a single-strand wire
6 mm²

Maximum cross-sectional area

of a multi-strand wire
25 mm²

Maximum flexible cable cross-

sectional area
16 mm²

Cable insulation strip length 15 mm
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https://psr-assets.innpro.pl/smarthome/sg_smarthome_controls.pdf, PPWR:
https://ppwr.innpro.pl/en/shelly, Gross weight: 258, Net weight: 212, Box length: 10,00, Box width:
8,50, Box height: 6,50, Last delivery: 25.10.2026
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