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LOKITHOR
J701HD Jump
Starter,
207,2Wh, 4,000
A

Model: J701HD

Manufacturer: LOKITHOR
EAN: 6928493316092
Product Code: 1420152

R8,085

LOKITHOR J701HD 56,000 mAh 4,000A Jump Starter

The Lokithor J701HD from the Heavy Duty series is an advanced 24V jump starter designed for
demanding users and large engines. With a high peak current of 4,000A and a capacity of 207.2 Wh,
it easily starts gasoline and diesel engines with a displacement of up to 16 liters. Built-in
ConnectMax technology, numerous safety features, and a power bank function make it a versatile
tool not only for emergency starting but also for everyday power support. The package is rounded

out by a 400-lumen LED flashlight and a rugged IP65-rated design.

Power and reliability in every situation
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With a peak current of 4000A and a high-performance 207.2 Wh Li-Po battery, the device quickly

starts even very large engines. The 24V system and ConnectMax technology guarantee high starting
efficiency in trucks, agricultural machinery, and industrial equipment. Safety is ensured by numerous
protections (against overcharging, overheating, and short circuits) as well as sturdy clamps for quick

connection to the battery.

Power bank function and broad compatibility

The Lokithor J701HD offers extensive charging and power supply options for other devices. The USB-
C port supports voltages of 5V/3A, 9V/3A, 12V/3A, 15V/3A, and 20V/5A, reaching a maximum power
of 100W. Additionally, USB-A outputs (Quick Charge 18W) and a DC output with a range of

22.4V-29.4V/10A are available. The device can be charged via both USB-C and the DC input (5-30V,

max. 100W), as well as by using both sources simultaneously at up to 100W.

Built-in 400-lumen LED flashlight

The integrated 400-lumen LED flashlight provides good illumination in challenging conditions, such
as nighttime breakdowns or work in dimly lit areas. This practical solution enhances the comfort and

safety of using the device in any situation.

Fast charging and long service life

It takes approximately 2-3 hours to fully charge the device, allowing you to quickly prepare it for
reuse. The battery has a lifespan exceeding 1,000 cycles with proper use, ensuring long-lasting and
reliable performance. The Lokithor J701HD is designed to operate in a wide temperature range—from
-20°C to 60°C. Charging is possible at temperatures ranging from 0°C to 45°C, while safe storage is
possible between -20°C and 50°C. The IP65-rated housing protects the device from dust and

splashes, making it suitable for use in harsh field and workshop conditions.

Included

e Jump starter
e Smart jumper cables
e USB-A to USB-C cable
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e USB-C to USB-C cable
e Car cigarette lighter adapter (DC)

Manufacturer LOKITHOR
Model J701HD

Voltage compatibility 24V

Battery type Li-Po
Capacity 207.2 Wh (56,000 mAh)
Peak current 4000 A

Supported engines Gasoline and diesel up to 16.0L
Power up to 100 W
LED flashlight 400 lumens
Fast charging USB-C up to 100W
Charging outputs USB-A up to 18W, USB-C up to 100W, DC 22.4-29.4V/10A
Power bank function Yes
Safety system Yes, multi-level protection
Charging time Approximately 2-3 hours
Operating temperature -20°C to 60°C
Charging temperature 0°C to 45°C
Storage temperature -20°C to 50°C
Protection rating IP65

Voltage (V): 24, Capacity (mAh): 8000, Current (A): 4000, Weight (kg): 3, GPSR Link: https://psr-
assets.innpro.pl/car_accessories/sg_car_accessories_starting_devices.pdf, Gross weight: 4390, Net
weight: 4000, Box length: 34,00, Box width: 26,50, Box height: 12,00, PPWR:
https://ppwr.innpro.pl/lokithor
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