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Dahua
Technology
NVR4208-4KS3
network video
recorder Black

Model: NVR4208-4KS3
Manufacturer: DAHUA
EAN: 6923172573773
Product Code: 1424394

R6,113

Supports Smart H.265+, H.265, Smart H.264+, H.264 and MJPEG decoding formats

Max. decoding capability: 8 x 1080p@30 fps

Max. 160/160/80 Mbps incoming/recording/outgoing bandwidth

Supports IP cameras with a resolution up to 12 MP

Al by Recorder supports 4-channel SMD Plus

Al by Camera supports face detection and recognition, perimeter protection, SMD Plus, people
counting, stereo analysis and heat map

e Supports EPTZ, and one-click arming and disarming
Summary: Dahua Technology NVR4208-4KS3. Video input channels: 8 channels, Maximum
resolution: 3840 x 2160 pixels, Supported resolutions: 3840 x 2160, 1920 x 1080, 1280 x 1024,
1280 x 720 VGA: 1920 x 1080, 1280 x 1024, 1280 x 720. HDD interface: SATA. Ethernet LAN data
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rates: 10,100,1000 Mbit/s, Supported network protocols: HTTP; HTTPS; TCP/IP; IPv4; IPv6; UDP; NTP;
DHCP; DNS; SMTP; UPnP; IP Filter; FTP; DDNS; SNMP;.... Product colour: Black, Certification: CE-EMC:
EN 55032:2015+A1:2020; EN IEC 61000-3-2:2019+A1:2021; EN 61000-3-
3:2013+A1:2019+A2:2021;.... Power consumption (max): 10 W, Output current: 4 A | Vendor
Homepage: https://www.dahuasecurity.com/products/All-Products/Network-Recorders/Lite-
Series/NVR4-4KS3-Series/2HDD/NVR4208-4KS3 | Vaizdo signalo jvesties kanalai: 8 | Signalo jvesties
kanalai: 4 | Signalo iSvesties kanalai: 2 | Maksimali rezoliucija: 3840 x 2160 | Palaikomos rezoliucijos:
3840 x 2160, 1920 x 1080, 1280 x 1024, 1280 x 720 VGA: 1920 x 1080, 1280 x 1024, 1280 x 720
| Daugiaekranis: Taip | Palaikomi audio formatai: G.711 p-law/G.711 A-law/G.726/PCM | Palaikomi
vaizdo formatai: H.264/H.264+/H.265/H.265+ | [raSymo rezimas: ,Event” | Veido aptikimas: Taip |
Palaikomy kietujy disky skaicius: 2 | Kietojo disko sasaja: SATA | Ethernet LAN (RJ-45) porty kiekis: 8
| Eterneto LAN duomeny perdavimo norma: 10/100/1000 | Maitinimas per Eternetg (PoE): Ne |
Maitinimo per Eterneta (PoE) prievady skaicius: 0 | HDMI porty kiekis: 1 | USB 2.0 porty kiekis: 2 |
VGA (,,D-Sub”) isvesties prievadai: 1 | Garso RCA jvestys: 1 | Garso RCA iSvestys: 1 | Vidiniy SATA
prievady skaicius: 2 | Palaikomi tinklo protokolai: HTTP; HTTPS; TCP/IP; IPv4; IPv6; UDP; NTP; DHCP;
DNS; SMTP; UPnP; IP Filter; FTP; DDNS; SNMP; Alarm Server; P2P; Auto Registration; IP Search
(Supports IP camera, DVR, NVS, etc.) | Produkto spalva: Juoda | Sertifikavimas: CE-EMC: EN
55032:2015+A1:2020; EN IEC 61000-3-2:2019+A1:2021; EN 61000-3-3:2013+A1:2019+A2:2021;
EN 55035:2017+A11:2020; EN 50130-4:2011+A1:2014 CE-LVD: EN 62368-1:2014 | Galios
suvartojimas (maks.): 10 | ISéjimo sroveé: 4 | Palaikomos mobiliosios operacinés sistemos:
Android/iOS | Darbo temperatlros diapazonas (TT): -10 - 55 | Darbo santykinés drégmeés diapazonas:
10 - 93 | Sandéliavimo temperatiros norma (T-T): -20 - 60 | Plotis: 375 | llgis: 282.9 | Aukstis: 53 |
Svoris: 1490 | Pakuotés plotis: 433 | Pakuotés gylis: 141 | Pakuotés aukstis: 366 | Paketo svoris: 2770
| Bruto svoris: 3.08 | Neto svoris: 1.49 | Vienety skaiCius vienoje siuntimo dézéje: 5 | Vieneto plotis:
14 | Shipping Box Height: 39 | Vieneto gylis: 43 | Vieneto aukstis: 36.5 | Name: NET VIDEO
RECORDER 8CH/NVR4208-4KS3 DAHUA | Model: NVR4208-4KS3 | Model name: NVR4208-4KS3
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