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Model: FGCERAPL952SCH
Manufacturer: TECNOWARE
EAN: 8026475176370
Product Code: 1424932

R1,841

UPS
TECNOWARE
665 W 0.95 kVA
Waveform
Pseudo sine
Line-Interactive
Input phases 1
Form factor
Compact Black
FGCERAPL952SCH

UPS ERA PLUS 950VA, 12V 7Ah battery, It has 1 SCHUKO input fixed cable and 2 SCHUKO outputs
protected against blackout, overvoltages and undervoltages. Line Interactive Plus technology.
Dimensions 10x14x28 cm, weight 4.2 kg. Equipped with On-Off button with integrated multifunction
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LED with audible alarm for signaling the operating status. Designed to protect PC Office, DVR for
video surveillance, ADSL-Fiber Modem / router, Cash Register. Totally silent.

Complete protection against blackout and power surges (overvoltages and undervoltages)
Recommended for Personal Computers, DVR / NVR and video surveillance systems, ADSL /
fiber modem, switch / router, cash registers
Not suitable with power supplies with Active PFC circuit (Server, PC game, video game console,
workstation, Mac computer), lamps and electric motors
AVR Automatic Voltage Regulator electronic circuit
n 2 Italy / Schuko output sockets and n 1 schuko input cable
outputs socket protected against blackout
outputs socket protected against overvoltages
multifunction LED and on-off button

Summary: Tecnoware Era Plus 950. UPS topology: Line-Interactive, Output power capacity: 0.95 kVA,
Output power: 665 W. AC outlet types: Type F, AC outlets quantity: 2 AC outlet(s). Battery
technology: Sealed Lead Acid (VRLA), Typical backup time at full load: 10 min. Form factor: Compact,
Product colour: Black, International Protection (IP) code: IP20. Compliance certificates: RoHS,
Certification: CE | Vendor Homepage: https://cmsstd.tecnoware.com/en-US/Dettaglio/Articolo/454 |
UPS topologija: „Line-Interactive“ | Išvesties galia (VA): 0.95 | Išvesties galia: 665 | Signalų forma:
Pseudo sine | Įėjimo dažnis: 50/60 | Išvesties darbinė įtampa (min.): 230 | Išvesties darbinė įtampa
(maks.): 230 | Išvesties dažnis: 50/60 | Išvesties įtampos reguliavimas: 5 | Automatinis įtampos
reguliavimas (AVR): Taip | Reakcijos laikas: 2 | Įvesties fazių skaičius: 1 | Išvesties fazių skaičius: 1 |
Galios koeficientas: 0.7 | Garso lygis: 40 | AC išėjimo tipai: F tipas | Lizų kiekis: 2 | Baterijos
technologija: Rūgštinis akumuliatorius (VRLA) | Tipiško laikino maitinimo trukmė pilna apkrova: 10 |
Forma: Kompaktiškos | Produkto spalva: Juoda | LED indikatoriai: Taip | Tarptautinės apsaugos (IP)
kodas: IP20 | Darbo temperatūros diapazonas (TT): 0 - 55 | Darbo santykinės drėgmės diapazonas: 0
- 95 | Darbinis aukštis: 0 - 3000 | Atitikties sertifikatai: RoHS | Sertifikavimas: CE | Plotis: 101 | Ilgis:
279 | Aukštis: 142 | Svoris: 4200 | Pakuotės plotis: 180 | Pakuotės gylis: 340 | Pakuotės aukštis: 220 |
Bruto svoris: 4.5 | Neto svoris: 4.2 | Vieneto plotis: 18.5 | Vienetų skaičius ant paletės: 0 | Vieneto
gylis: 34 | Vieneto aukštis: 22 | Name: UPS/AVR ERA PLUS 950VA/FGCERAPL952SCH TECNOWARE
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