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Access Point
TELTONIKA 867
Mbit/s 1xLAN
ports
4xAntennas
quantity
TAP20000ACO00

Model: TAP20000ACO00

Manufacturer: TELTONIKA
EAN: 4778011801171
Product Code: 1426325

R2,012

Wi-Fi 5 ACCESS POINT

Equipped with dual-band technology, fast roaming, and an RJ45 port with PoE-in functionality, the
Teltonika Networks TAP200 is a Wi-Fi 5 wireless access point designed to enhance Wi-Fi coverage in
medium-density spaces where high network performance is essential. The TAP200 features an
integrated mounting bracket for quick and easy installation, and a sleek design to seamlessly blend
into retail, enterprise, or any other environment.

Summary: Teltonika TAP200. 2.4 GHz, 5 GHz, Maximum data transfer rate: 867 Mbit/s. Security
algorithms: WPA2-Enterprise-PEAP, WPA2-PSK, WPA-EAP, WPA-PSK, WPA3-SAE, WPA3-EAP, OWE,
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AES-CCMP, TKIP, EAP-TLS. Ethernet LAN data rates: 10,100,1000 Mbit/s. Power over Ethernet (PoE).
Product colour: White. Power consumption (max): 5.5 W | Vendor Homepage: https://www.teltonika-
networks.com/products/access-points/tap200 | 2,4 GHz: Taip | 5 GHz: Taip | 6 GHz: Ne | Didziausias
duomeny perdavimo greitis: 867 | Eterneto LAN duomeny perdavimo norma: 10/100/1000 |
VienalaikiSkai sujungty prietaisy skaicius (maks.): 100 | Tinklo standartai: IEEE 802.11k/IEEE
802.11r/IEEE 802.11s/IEEE 802.11v/IEEE 802.11w/IEEE 802.1x/IEEE 802.3/IEEE 802.3af/IEEE
802.3az/IEEE 802.3u | Kabeliy technologija: 10/100/1000Base-T(X) | Auto MDI/MDI-X: Taip | MIMO:
Taip | MIMO tipas: Multi User MIMO | Greitas tarptinklinis rySys: Taip | VLAN palaikymas: Taip |
Virtualaus vietinio tinklo ypatybes: Tagged VLAN | Belaidis tinklelis: Taip | Apsaugos algoritmy
palaikymas: AES-CCMP/EAP-TLS/OWE/TKIP/WPA2-Enterprise-PEAP/WPA2-PSK/WPA3-EAP/WPA3-
SAE/WPA-EAP/WPA-PSK | MAC adresy filtravimas: Taip | Paslaugy rinkinio identifikatoriaus (SSID)
ypatybeés: Hidden SSID | Juodasis sarasas: Taip | Baltasis sarasas: Taip | Palaikomi tinklo protokolai:
TCP, UDP, IPv4, IPv6, ICMP, HTTP, HTTPS, SSL v3, TLS, ARP, SSH | Web pagrjstas valdymas: Taip |
Komandy eilutés sasaja (CLI): Taip | Eismo statistika: Taip | Sistemos zurnalas: Taip | Atsarginio
atkdrimo funkcija: Taip | Firmware tobulinimas: Taip | Ethernet LAN (RJ-45) porty kiekis: 1 |
Maitinimas per Eterneta (PoE): Taip | DC jtampos stiprumo intervalas: 44 - 57 | Galios suvartojimas
(maks.): 5.5 | Talpinimo: Lubos | Produkto spalva: Balta | Korpuso medziaga: Plastikas | Tarptautinés
apsaugos (IP) kodas: IP30 | Atstatymo mygtukas: Taip | LED indikatoriai: Energija | Antenos tipas:
Vidinis | Antenos krypties tipas: Nekryptinis | Anteny kiekis: 4 | Antenos stiprinimo lygis (max): 5.02 |
Integruotas procesorius: Taip | Procesoriaus daznis: 880 | Flash atmintis: 16 | Vidiné atmintis: 256 |
Vidinés atminties tipas: DDR3 | Numatyta operacineé sistema: RutOS | Atitikties sertifikatai:
CE/EAC/Federaliné rySiy komisija (FCC)/Industry Canada (IC)/RCM/RoHS/UKCA/WEEE | Plotis: 158 |
llgis: 158 | Aukstis: 30 | Svoris: 190 | Pakuotes tipas: ,Box“ | Kiekis pakuotéje: 1 | Greitos pradzios
vadovas: Taip | Darbo santykinés dréegmés diapazonas: 10 - 90 | Darbo temperaturos diapazonas
(TT): -40 - 50 | Bruto svoris: 0.22 | Neto svoris: 0.2 | Vienety skaicius vienoje siuntimo dézéje: 1 |
Vieneto plotis: 16.5 | Vienety skaicCius ant paletés: 0 | Shipping Box Height: 3.5 | Vieneto gylis: 17.5 |
Vieneto aukstis: 3.5 | Name: WRL ACCESS POINT/TAP200 TELTONIKA | Model name: TAP200
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