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Freewell Brandon Li 95 mm Variable Density ND/CPL Filter Kit

The Freewell Brandon Li 95 mm Cine Kit is a comprehensive set of filters for videography and
photography, designed for use in a variety of lighting conditions. It includes a VND/CPL filter with a
range of 1–5 stops, an ND32 filter that reduces light by 5 stops, and a 95 mm base ring with a
magnetic mounting system. When the VND/CPL is combined with the ND32 filter, you can achieve a
light reduction of up to 10 stops, making it easier to maintain proper exposure settings even in
bright light. The series was developed in collaboration with filmmaker Brandon Li with the aim of
enabling efficient work with both photographic and cinematic lenses.

VND/CPL – Exposure Adjustment and Glare Control
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The VND/CPL filter allows you to adjust the amount of light reaching the lens within a range of 1 to 5
stops. This makes it easier to use a wide aperture and maintain an appropriate shutter speed when
shooting in bright conditions. The integrated polarizing function helps reduce reflections from glass,
water, and other reflective surfaces, giving you greater control over the appearance of the captured
image.

ND32 – Additional 5-stop Light Reduction

The kit includes an ND32 filter made of tempered glass, which provides a constant light reduction of
5 stops. It can be used on its own on a 95 mm base ring when a constant reduction value is needed,
or in combination with a VND/CPL filter. Combining both elements expands the system’s capabilities
to a maximum of 10 stops of reduction, which is particularly useful when shooting in bright daylight.

95 mm Magnetic Mounting System

The 95 mm base ring allows for quick attachment of system components without the need to spend
time screwing in filters each time. The combination of a magnetic mechanism with a locking feature
enables efficient configuration changes during operation and reduces the number of steps required
to change a filter.

Covers and Storage Accessories

The kit includes front and rear covers that protect the system components during transport and
storage. The front cover features an integrated gray card that can be used for quick white balance
checks and adjustments. The set also includes a filter case, a cleaning cloth, and a clip/carabiner
holder for the case, making it more convenient to carry and use the kit on a daily basis.

Included in the set

1–5-stop VND filter / CPL
ND32 filter
95 mm base ring
Front filter cap
95 mm rear cap
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Filter case
Clip-on holder
Cleaning cloth

 

Manufacturer Freewell

Model FW-BL95-VNDKIT

VND/CPL range 1–5 stops

ND32 filter constant light reduction of 5 stops

Maximum reduction when combining VND/CPL + ND32 up to 10 stops

CPL function reduces glare and reflections

Mounting system magnetic with lock

VND/CPL – outer diameter 100.5 mm

VND/CPL – depth 7.6 mm

VND/CPL – weight 62.2 g

ND32 – outer diameter 109.5 mm

ND32 – depth 3.8 mm

ND32 – weight 48.1 g

95 mm Base Ring – outer diameter 104.9 mm

95 mm Base Ring – thickness 4.8 mm

95 mm Base Ring – weight 22.5 g

GPSR Link: https://psr-assets.innpro.pl/photo_and_accessories/sg_photo_and_accessories_filters.pdf,
PPWR: https://ppwr.innpro.pl/en/freewell, Gross weight: 610, Net weight: 198, Box length: 13,00, Box
width: 13,00, Box height: 8,50

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or

typographical errors. We recommend checking the current information before purchasing.
itworkup.co.za | sales@itworkup.co.za | +27 (11)541-9950


