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| ‘ WRL ACCESS
POINT/U7-PRO-
WALL UBIQUITI

Model: U7-PRO-WALL

Manufacturer: UBIQUITI

EAN: 810084695548
Product Code: 1590301

R5,345

Wall-mounted WiFi 7 AP with 6 spatial streams and 6 GHz support tailored for home builders with

seamless installation options.

WiFi 7 with 6 GHz support

6 spatial streams

140 m2 (1,500 ft?) coverage

300+ connected devices

Powered using PoE+

2.5 GbE uplink

Versatile deployment with optional Flush Mount and Table Stand accessories
Summary: Ubiquiti U7 Pro Wall. 2.4 GHz, 5 GHz, 6 GHz, Maximum data transfer rate: 5700 Mbit/s.
Security algorithms: PPSK, WPA, WPA-Enterprise, WPA-PSK, WPA2, WPA3. Ethernet LAN data rates:
2500 Mbit/s. Power over Ethernet (PoE). Product colour: White. Power consumption (max): 22 W |
Vendor Homepage: https://eu.store.ui.com/eu/en/pro/products/u7-pro-wall | 2,4 GHz: Taip | 5 GHz:
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Taip | 6 GHz: Taip | DidZiausias duomeny perdavimo greitis: 5700 | Eterneto LAN duomeny
perdavimo norma: 2500 | Duomeny pralaida: 5764 | Dazniy juosta: 2.4 - 6 | Tinklo standartai: IEEE
802.11a/IEEE 802.11ac/IEEE 802.11ax/IEEE 802.11b/IEEE 802.11be/IEEE 802.11g/IEEE 802.11n/IEEE
802.1Q/IEEE 802.3at | MIMO: Taip | Erdviniai srautai: 6 | MIMO tipas: Multi User MIMO | VLAN
palaikymas: Taip | Reitingo apribotojimas: Taip | Paslaugos kokybés (QoS) palaikymas: Taip |
Apsaugos algoritmy palaikymas: PPSK/WPA/WPA2/WPA3/WPA-Enterprise/WPA-PSK | Ethernet LAN (RJ-
45) porty kiekis: 1 | Maitinimas per Eternetg (PoE): Taip | DC jtampos stiprumo intervalas: 44 - 57 |
Galios suvartojimas (maks.): 22 | Talpinimo: Siena | Produkto spalva: Balta | Korpuso medziaga:
Aluminium,Polycarbonate (PC) | Atstatymo mygtukas: Taip | LED indikatoriai: Taip |
Rekomenduojamas naudojimas: Vidaus | Antenos tipas: Vidinis | Antenos stiprinimo lygis (max): 6 |
Atitikties sertifikatai: CE/Federaliné rysiy komisija (FCC)/Industry Canada (IC) | Plotis: 103 | ligis: 150
| Aukstis: 36 | Svoris: 580 | Kiekis pakuotéje: 1 | Montavimo rinkinys: Taip | Darbo santykinés
drégmes diapazonas: 5 - 95 | Darbo temperaturos diapazonas (TT): -30 - 60 | Tvarumo reikalavimy
laikymasis: Taip | Bruto svoris: 0.875 | Neto svoris: 0.58 | Vienety skaiCius vienoje siuntimo dézéje:
12 | Vieneto plotis: 15 | Vienety skaicius ant paletés: 0 | Shipping Box Height: 27 | Vieneto gylis: 20.5
| Vieneto aukstis: 7.5 | Name: WRL ACCESS POINT/U7-PRO-WALL UBIQUITI | Model: U7-PRO-WALL |
Model name: UBIQUITI U7 Pro Wall
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