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Model: DP14A-7M-DP-CABLE
Manufacturer: STARTECH.COM
EAN: 065030899956
Product Code: 493729

R3,584

StarTech.com
7.6m (25ft)
Active
DisplayPort 1.4
Cable, DP8K
DisplayPort
Cable w/HBR3,
HDR10, MST,
DSC 1.2, HDCP
2.2, 8K 60Hz, 4K
120Hz - DP 1.4
Cable M/M

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or

typographical errors. We recommend checking the current information before purchasing.
itworkup.co.za | sales@itworkup.co.za | +27 (11)541-9950



Facilitate a longer 8K connection without requiring an

external power source

Connect a 4K/8K DisplayPort 1.4-enabled monitor to a source or MST-enabled hub, using this Active
DisplayPort 1.4 Cable. The active signal booster delivers reliable audio and 8K video output at up to
25ft (7.6m) without a DisplayPort repeater and external power source. This active DP 1.4 cable is
unidirectional with conveniently labeled connectors for source and display to simplify setup.

Durable Design

This long DisplayPort cable features a flexible TPE outer jacket to reduce wear from corner bends
and long cable runs. Robust strain reliefs enable soft and flexible bends, for convenient positioning
of the cable. The latching DP connectors are gold plated for improved conductivity and anti-tarnish
properties, and attaches securely to the device to prevent accidental disconnection.

Supported DisplayPort 1.4 Features:

This 8K DisplayPort cable supports all DP 1.4 features:

• Resolutions up to 8K 60Hz, 4K 120Hz, 1440p 240Hz with a compatible DP source and display
• HDCP 2.2 support
• High Bit Rate 3 (HBR3) bandwidth of 32.4Gbps
• High Dynamic Range 10 (HDR10)
• Display Stream Compression 1.2 (DSC 1.2)
• Multi-Stream Transport (MST) for daisy-chaining multiple monitors
• 32 Uncompressed Digital Audio Channels
• Backward compatible with 5K 60Hz, 4K 120Hz and previous DP versions

The Active DP Cable is constructed with aluminum-mylar shielding to minimize EMI interference for
clear and reliable audio/video output. This DP cable is designed for long-term reliability, and is the
ideal solution for setting up boardrooms, video walls, and TV signage.
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